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1. Construction: 

 

1.1. Conductors:   24 AWG Solid Bare Copper 0.0201” 

        Nominal Diameter 

1.2. Insulation:     Semi-Rigid PVC, 0.0365” Nominal  

        Diameter 

1.3. Pairs:         Conductors Twisted to Varying Lays 

1.4. Cable:          Cable 25 Pairs  

1.5. Shield:         Aluminum/Polyester Tape 

1.6. Drain:            24 AWG Solid Tinned Copper, 0.0203”  

        Nominal Diameter 

1.7. Ripcord:         Ripcord located under Jacket 

1.8. Jacket:          Gray PVC, 0.367” Nominal Diameter 

1.9.     Jacket Print: 

 COMTRAN 24 AWG SHIELDED CMR C(UL)US 

RoHS  (01-12345)    000002 

 

    Sequential Footage Markings Every Two Feet 

 

 

 

 

 

 

 

 

 

2. Compliance: 
 

2.1. C(UL)US Listed Type CMR 

2.2. UL Subject 444 Communications Cables 

2.3. UL 1666, Riser Flame Test 

2.4. NEC Article 800 

2.5. California State Fire Marshal Approved 

2.6. RoHS Compliant 
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25 Pair Color Code 

 

Pair No. Tip Ring Pair No. Tip Ring 

1 White/Blue Blue/White 14 Black/Brown Brown/Black 

2 White/Orange Orange/White 15 Black/Gray Gray/Black 

3 White/Green Green/White 16 Yellow/Blue Blue/Yellow 

4 White/Brown Brown/White 17 Yellow/Orange Orange/Yellow 

5 White/Gray Gray/White 18 Yellow/Green Green/Yellow 

6 Red/Blue Blue/Red 19 Yellow/Brown Brown/Yellow 
7 Red/Orange Orange/Red 20 Yellow/Gray Gray/Yellow 
8 Red/Green Green/Red 21 Violet/Blue Blue/Violet 
9 Red/Brown Brown/Red 22 Violet/Orange Orange/Violet 

10 Red/Gray Gray/Red 23 Violet/Green Green/Violet 

11 Black/Blue Blue/Black 24 Violet/Brown Brown/Violet 

12 Black/Orange Orange/Black 25 Violet/Gray Gray/Violet 

13 Black/Green Green/Black    

 


